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Rotational Viscometer is designed for the determination of viscosity and rheological behavior of fluid and semi-fluid. 

It can also be used to measure the dynamical viscosity and structural viscosity of mineral oil, lubrication oil, 

adhesives, paints, dyestuff and printing inks, etc.

Viscometer

NDJ Series Rotational Viscometer

Model NDJ-1 Rotational Viscometer NDJ-4 Rotational Viscometer

Measurement Range 0.1~1E+5mPa.s 10~2E+6mPa.s

Rotor Speed (rpm) 6/12/30/60 0.3/0.6/1.5/3/6/12/30/60

Accuracy ±5% Newtonian Fluid

Overall Dimensions 445mm*235mm*380mm

Net Weight 8kg

NDJ-1
NDJ-4

NDJ-7  Rotational Viscometer NDJ-5 Cup Type Viscometer

NDJ-7 Rotational Viscometer Rotational Viscometer is 

designed for measuring various kinds of absolute 

viscosity of Newtonian fluid and visible viscosity of non-

Newtonian fluids, it can also be used for the determination 

of viscosity of various kinds of fluids such as grease, 

paints , printing inks, coating and cosmetics etc.

The Cup Type Portable Viscometer is suitably used for 

the determination of the viscosity of paint under 

30~100 seconds. The value of viscosity to be 

calculated according to the times needed that the fluid 

passing through the standard orifice after the 

measuring fluid fulfilled into a special measuring cup.

Model NDJ-7 Rotational Viscometer NDJ-5 Cup Type Viscometer

Measurement Range 1~1E+6mPa.s 30s t 100s

Rotor Speed (rpm) 7.7/75/750

Accuracy ±5% Newtonian Fluid

Overall Dimensions 185mm*165mm*450mm 155mm*98mm*335mm

Net Weight 12kg 8kg
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Digital Display Viscometer has the advantages of high accuracy, stable digital display, easy to operation and good anti-

interference. It is widely used in measuring the viscosity of various kinds of liquids, such as grease, paints, foodstuff, 

adhesive, cosmetics and so on, it can also be used to determine the viscosity resistance and absolute viscosity of the 

fluids.

Model NDJ-9S NDJ-8S

Measuring Range 10 1E+5 mPa.s 10 2E+6 mPa.s

Rotor Speed(r/min) 6/12/30/60 0.3/0.6/1.5/3/6/12/30/60

Measuring Errors ±5 % Newtonian Fluid ±5 % Newtonian Fluid

Dimension 340mm*420mm*470mm 340mm*420mm*470mm

Net Weight 9kg 10kg

Model NDJ-5S SNB-1

Measuring Range 10~1E+5mPa.s 10~1E+5mPa.s

Rotor Speed(r/min) 6/12/30/60 6/12/30/60

Measuring Errors ±5% Newtonian Fluid ±2% Newtonian Fluid

Dimension 308mm*300mm*450mm 342mm*434mm*546mm

Net Weight 10kg 9kg

Viscometer

Model SNB-1 Digital Display Viscometer is the computerized instrument for measuring the fluid viscosity. The 

instrument can determine the fluid viscosity automatically and the measuring results can be displayed under the 

control of the computer. The instrument has adapted the series of MCS-51 micro-computer to control the rotating 

speed of the step motor and the whole measuring process. This is not only has realized the adjustable continuous 

rotating speed but also has increased its measuring accuracy. The instrument has the advantage of compact 

structure, stable working properties and anti-interference feature. The viscosity resistance and the absolute 

viscosity of the fluid can be measured and the viscometer is widely used in measuring the viscosity of grease, 

paint, foodstuff, pharmaceutical, adhesive, cosmetics, etc. , it can also be used to determine the viscosity 

resistance and absolute viscosity of the fluids. 
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