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TDL-40B/TDL-5-

ALowSpeedCentrifuge 
 

TDL-40Bhasadvantagesoflargecapacity,lownoiseandsteadyperformace,the 

temperatureincentrifugalroomonlyrises a littlewhenitisrunning.Itiscontrolledby 

microcomputer,canbeoperatedsimplyandconveniently.Ithasthefunctionofself-balance. 

Itissafeandreliablebecauseofbeingequippedwithelectroniclock.Itcanbeusedto 

separateplasmaandsuspenderliquorinfieldsofbiology,chemistry,medicine,foodstuff,environmentPr

otectionandsoon. 
 

Specification: 

TimerRange 0~99min/0~60min 

Noise <70dB 

Power 220V 50Hz(110V optional) 

 
Model MaxSpeed Max.RCF RotorType Capacity  

 

No.1Rotor 

 

4000RPM 

 

2770xg 

 

SwingBucketRotor 

100ml*4  

ForTDL-40B 50ml*8 

15ml*16 

 

No.2Rotor 

 

5000RPM 

 

5000xg 

 

SwingBucketRotor 

250ml*4  

ForTDL-5-A 50ml*8 

10ml*36 

No.3Rotor 5000RPM 5000xg Radioimmunoassayof Rotor 6ml*96 ForTDL-5-A 
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